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NEO-S13

NEO-S13 Item Code

44051-Z

SCREEN CHANNEL PRIVATE CINEMA
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NEO-S13

About

Description

Over almost 30 years KCS has become a leading speaker
manufacturer in the commercial Cinema exhibition industry.

With its wide variety of Cinema speakers always ensuring high power
and high performances, KCS is now proposing in the Home Cinema
market a selection of its best acoustic systems to get REAL cinema
sound in your dedicated cinema room.

The NEO-S13 loudspeaker from CINEOM by KCS is a two-way,
controlled-directivity speaker designed for demanding private
cinema installations, where sound quality and compactness are
essential.

It features a large-diameter low-frequency driver delivering deep and
dynamic bass reproduction, combined with a high-frequency
compression driver mounted on a constant-directivity horn to ensure
clear highs and uniform sound coverage. The speaker incorporates
an optimized passive crossover, providing a smooth transition
between low and high frequencies, along with high sensitivity and
strong sound pressure capability, making it well suited for small-
capacity rooms.

Its ultra-slim (26 cm deep) and robust enclosure allows for easy
integration behind an acoustically transparent screen, while ensuring
an immersive and well-balanced sound reproduction across the
entire audio spectrum.
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Performances

Frequency Range (-10 dB)

LF Nominal Impedance

LF AES Power (1)

LF Contiuous Program

System Sensitivity 1 W/1 m (2) 98 dB

MF / HF Bracket

Beam Horizontal Angle

Beam Vertical Angle

Dimensions cm (H x W x D)

Net Weight

NEO-S13

Specifications PASSIVE SPEAKER

8 Ohms

400 W

800 W

40Hz-20kHz

Fixed Bracket

Enclosure
98 x 63 x 26

34,25 Kg

DRAWING ON ITS WAY

(1) - Based on a 2 hours test using a continuous 6 dB crest factor pink noise signal band limited according to IEC 268-1 (1985).
(2) - Free field sensitivity (Half Space sensitivity +3 dB)
(3) - Rating based on test signal of fittered random noise conforming to the International Standard IEC 268-1 (pink noise with 12 dB per octave roll-off below 40 Hz and above 5000 
Hz with a peak-to average ratio of 6 dB).

90 degrees

45 degrees
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Quantity Reference Item Code

Enclosure Reference 1 C-115-P TBC
- - -

LF Reference 1 S-15-P 47202-A

MF Reference - - -

HF Reference 1 S-701 47204-A

MF / HF Assembly Kit - - -

MF / HF Bracket - - -

MF Horn - - -

HF Horn 1 BC-1 47327-A

Audio Input Connectors

Reference Item Code

LF Recone Kit GM-S-15-P 47334-A

MF Recone Kit - -

HF Recone Kit GM-S-401 47229-A

Passive Filter F-S-1500 47217-A

MF / HF Filter - -

NEO-S13

Components

Spare Parts

Connectors
Push Type Terminal


